93481
LAMEDO

General Information

Material number
Type

Product segment
Theme

Dimensions

Article Width (in mm)
Article Length (in mm)
Installation Depth (in mm)
Cutout (in mm)

Material & Colour

Enclosure Material
Enclosure Colour
Glass/Shade Material
Glass/Shade Color

Functionality

Switch Type
Function

Battery

Technical Information

Technical changes reserved

l EGLO Leuchten GmbH

93481
ground recessed luminaire
Outdoor

sonstige / nicht
zuordenbar

100
100
65
95

stainless steel
stainless steel
satin glass
white

without switch

observe weight - max.
500kg
LED replaceable

No
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93481

This luminaire contains
built-in LED lamps.

874/2012

The LED lamps cannot be
changed in the luminaire.




Protection Degree
Protection Class
Mains Voltage
Operation Voltage

IP65, IP67

2
220-230V,50/60Hz
220-230V,50/60Hz

Dimmable No
[lluminant 1

Nominal Luminous Flux (in Im) 180
Equivalence With Incandescent 19
Lamp (W)

Color Temperature 3000K warm white
Nominal Lifetime (in h) 25000
Switching Cycles 15000
Colour Rendering Index (Ra, CRI) >80
Energy Efficiency Class A+
Rated Lamp Power (0,1W precision) 2.7000
Color Tolerance (LED, SDCM) <6
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