98228
SILERAS-A

General Information

Material number

Type
Product segment
Theme

Dimensions

Article Height (in mm)
Article Diameter (in mm)
Net Weight

Material & Colour

Enclosure Material
Enclosure Colour
Glass/Shade Material
Glass/Shade Color

Functionality

Switch Type
Function

Battery
Battery Type

Technical Information

Protection Class

Technical changes reserved

l EGLO Leuchten GmbH

98228

wall / ceiling luminaire
Indoor

EGLO Access

85
600
2.407 Kilogram

steel
white
plastic with crystal effect
white

without switch

remote control incl.

night light

control via remote control
CCT

Yes
CR2032
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This luminaire contains
built-in LED lamps.

Urm—

The LED Iamps cannot be
changed in the luminaire.
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Mains Voltage 220-240V,50/60Hz

[lluminant 1

Socket Type (1) LED
Illuminant Type (1) LED
Illuminant incl. (1) INCLUSIVE

max. Wattage (1) 36W
Nominal Luminous Flux (in Im) 3300 E G LO
192

Equivalence With Incandescent

Lamp (W)

Color Temperature 2700-6500K

Nominal Lifetime (in h) 25000

Switching Cycles 15000

Colour Rendering Index (Ra, CRI) >80

Energy Efficiency Class LED - A+

Function remote control incl.
night light
control via remote control
CCT

Rated Lamp Power (0,1W precision) 36
Color Tolerance (LED, SDCM) <6
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